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BEFORE THE MEETING, BOB GILDER 
CEMONSTRATEO HIS SUPER-GL. 
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LETTERS FROM MEMSERS 

FROM PAUL DONNELLY: ñ LETTER 
FROM HIS FRIEND HECTOR PICONE IN 
ARGENTINA. HECTOR NEEDS THE 
FOLLOWING; 
INFORMATION ABOUT I/F1-RS232 
PORT. 
SCFTWARE TO COVERT PROGRAMS TO 
MICRODRIVE. 
INFORMATION ON A+ ADDRESS. 
IF YOU HAVE THE ABOVE 
INFORMATION FOR HECTOR, SEND IT 
TO ME (FRED STERN) TO FORWARD 
TO MIM, 
FROM WILLIAM PEDERSEN: 
AN ARTICLE AN JHEROUED TS2053 
INTERNAL M 
THIS ARTICLE SENT 
TO L EDERSEN, HIS 
ARTI THIS ISSUE OF 
LIST CONTINUE IN 
THE ISSYE. 
FROM EN KELLER: A LIST OF 
EGUIPMENT FCR SALE. 
AS A PILOT PROJECT, THE CLUB IS 
PURCHASING MR. KELLERS EQUIPMENT 
TO EE SOLO AT THE FIRST 
LIST AUCTION. 
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i 101 PRINTE 
ST BOARD AND SPARE (NEW) 

*IBBON, HAS STANDARD CENTRONICS 
PARALLEL} INTERFACE. 

WAS USED WITH INTERFACE BOARD 
LALREADY SOLD} AND TS1900. 
WORKS NOW, BUT NO WARRANTY 
BEYOND THAT. BEST OFFER OVER 
$40.00. MUST BE PICKED UP. 
CONTACT P. DONNELLY .P.O.BOX435. 
ENTERPCRT, N.Y.. 11721-0438. 



WANTED, BACK ISSUES OF QL WORLD 

As an effort to build up the LIST GL program library, I 
am looking for any of the back issues of GL WORLD and GL USER 
magazines. I will purchase them at a fair price including 
postage. If you have some of these issues and do not want to 
sel) them (I don’t blame you), but are willing to part with 
them for a short time so that I may copy the program listings 
and any techinical articles in them, I will take good care of 
them and return them to you within several weeks upon receipt 
and refund the cost of postage. 

At present, the LIST QL library consists of two (2) 
microdrive cartridges. I intend to program as many useful 
programs and procedures within the contents of both stated 
publications and will provide the LIST library with copies on 
microdrive and for disk users, 3.5", 5.25" dual and quad 
density disks. 

ISSUES NEEDED: 

QL WORLD - All of 1986, ‘Jan, Feb, Mar, Aug, Sept, Nov 
1987, and Mar 1988, 

QL USER - All issues except Dec 1985 

If you don’t like to program and have any of these 
magazine issues, please help LIST build up its QL Software 
library. 

You can contact me by telephone at 516-541-2271 or write 
to me at é? Jefferson Place, Massapequa, NY 11758, 

Bob Gilder............. 



LIST 
Nr. Harvey Rait 
5 Peri Lane 

Valley Stream, WY 11581 

Dear Survivor, 

The enclosed article regarding expanded bank switching 
is of such importance that I am sending it to several news 
letters to avoid delay with exchanges 

It is high time that memory and back-plane expansions 
become available and known. 

The WIDJUP Co. is thereby making the original design 
public in the hope that it will get the ball rolling. 

In the interest of economy and availability, two items 
should be accepted as an interim standard. 

1. Back-Plane EVEREX SYSTEMS INC. EV-1085 
2. Adapter WIDJUP Co. (Design) 

This back-plane is a standard PC expansion board having 
eight slots; one of which must be used for the PSC. There is 
no need to make things difficult 

The adapter plugs into the rear connector and has the 
usual feed-thry. It has a cable take-off for connection to 
the BSC card, and some other convenience features. Design 
information will be available from the VIDJUP Co. It is 
hoped that someone will produce it. Prototypes have been 
made and examined at conventions for a couple of years, so 
this item should be nothing new. 

There is one more thing that should be standardized, 
though the reasoning for it is not immediately evident. The 
pin assignments for the back-plane, being arbitrary anyway, 
will correspond closely with the IBM bus. The reason? 

The BSC can easily be modified for use with some PC 
clone cards. Why not have upward compatibility right from 
the start. This is NOT a plug for IBM or the PC clones! It 
is a simple economy measure which is in the interest of all 
TS2068 supporters. There is no easier way to get ports, 
timers, and modems than this. 

It will be a long time before users will be ready for a 
full-fledged auto-configuring system with a DAISY CHAIN, and 
the advanced BSC that requires, if ever. Hopefully a clone 
will come along having this built in. If anyone is doing 
that, I beg him to contact me. It EXISTS, regardless of what 
people have been saying. (It requires the EVEREX expansion 
board for the AT or equivalent. > 

Don't let this revolutionary development get away! 

Mr. William J. Pedersen 

1120 Merrifield S.E 
Grand Rapids, MI 49507 
The WIDJUP Co. 



MEMORY IMPROVES WITH AGE ? 

Crazy? Perhaps so, but survival of our favorite antique TS2068 computer depends on it to a degree. Two advances are primarily 
responsible for this. Both extend the amount and speed of available memory, over and beyond that in the DOCK bank. 

Disc drives improve speed, accessibility and convenience over tape 
recording. 

RAMDISK has broken all speed records and has expansion possibilities which are impressive. 

Now all we need to do is find some way to bank switch additional memory. It has been said it can't be done because TIMEX expertise has been dispersed....DINOSAUR CHIPS ! 

While it is true that the system TIMEX intended (before killing it) 
is highly complex, it is NOT the only system which works. The one described in Figures 1 and 2 is just about the minimum bank switching system. There are a lot of features like handling interrupts and auto- configuring that are beyond it, but it can address 16 Megabytes of memory and works with the unmodified TS2068. 

MEMORY BARK {Figure 2> 
There is nothing particularly special about this memory bank. It decodes a 24 bit address and has a dip-switch to lacate 64K of contiguous memory space at any 64K boundary. 
If any of its memory is active, it drives the BE signal low to 

disable LOCAL HOME, EXROM and DOCK banks. With this system it is impossible for two expansion banks to be on the bus at the same 
instant. (See Appendix A for greater detail.) 

SYSTEM CONFIGURATION 
There must be some way to MAP all or part of memory. 
The simplest way to do this is to write programs which assume 

continuous memory up to a variable limit, and warn you when that limit 
is exceeded. For this, each expansion bank should have dip-switches 
set from 1 to MAXBANK in sequence. 

There are better ways which allow unused avatlable banks to be 
switched around where needed; saving $$$8. This needs some programming 
overhead, but you have ROOM for it. 

AUTO-CONFIGURATION 

This is where the computer is programmed to go out to explore the 
neighborhood. Whatever it finds is recorded into a system 
configuration table (SYSCON) for later reference, 

THIS IS NOT EASY! 
A DUMB device cannot be found because it cannot answer a roll-call. 

It 1S deaf to attention-getting methods. It can be made visible by 
attaching a baby-sitter chip which can respond and identify itself and 
the attached device. 

A SMART device listens, answers, and often calls for attention. 
Still, it must also accept an order to shut up so it won’t interrupt. 
The IEEE488 system is a system for standardizing command language 
between widely different computers and devices, but it is still not 
smart enough to keep quiet when another device with the same "name" is 
on the system bus. > 

Duplicate names can be resolved if they are at different addressable 
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locations. In this way, one of the names can be changed to avoid 
future confusion and wasted time. It only needs to be done initially 
or when some outside event has created another duplication (Like 
turning on a disc drive). 

A DAISY CHAIN is one way to resolve the unique address problem. 
Another common method is to give back-plane slots an address on a 

temporary basis. (perhaps expandable using a DAISY CHAIN) 
Both methods assume something about the design of the connecting 

NETWORK. It must guarantee reaching only one device at a time. 

HETVORKING 

Almost by definition, a network is where Murphy lives. Frequently 
the unexpected happens. No more than three points will be made here. 

1, Statistical methods must be used to find time slots when bus 
confusion is absent by chance 

2. If this works, there is no need for physically unique 
addresses, though default names still help 

3. Any device connected to a network can help by introducing a 
random delay to that natural to the system. 

BANK SWITCHING 
A bank switching controller (BSC) is essentially a network 

switchboard, The TS2068 operating system expects eight equal 8K wide 
channels assigned arbitrarily to CHUNKS 

The Z80, like most CPUs, has channels to internal registers; and 
internally swaps between register sets. It is a bank switching 
controller itself 

Machine code includes extended addressing provided by additional 
fetched bytes. Prefix bytes allow instruction sets to be bank 
switched. É 

The 8088 CPU used in the IBM PC and clones has four dedicated 
internal bank switching registers whereas the Z80-has none, This 
idealistic approach for the 8088 worked like a charm until it ran into 
deep water. It outgrew its island and couldn't build a boat. 
Externally, bank switching registers do not have these limitations 

The BSC in Figure 1 is similar to the ane inside the 8088, but there 
the resemblance ends. It has eight channels instead of four, and can 
address sixteen times as much space, 

There are better BSCs than the one in Figure 1, but this one does a 
POWERFUL job. It also requires no alteration of your Precious 
TS2068...a good compromise. 

BANK SWITCHED OPERATION 
The most significant three bits of Z80 address space are used to 

select one of eight previously established address extension bytes ina 
current chunk owner table (CCOT). The remaining bits address locations 
within each 8K channel. 

When power is first turned on, and at other times when the TS2068 
needs exclusive control, CCOT must be turned OFF, Turning it ON could 
be a problem. 

Fortunately we can first assign all eight channels to HOME. The 
extended address is 255 for which nothing usually responds. Then 
nothing happens when CCOT is turned ON. (The "usually" reference is 
explained later.) 

With CCOT turned OFF extended address bits float, unless samething is 
connected to force them high. In effect, the OFF condition also gives 
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255 for the extended address. That is exactly why HOME bank was 
assigned that bank number 

BANK SWITCHING CONTROL 
Except during power-up there is no safe place in physical memory to 

put bank switching cade. Only the fetched instruction in the Z80 is 
immune. That instruction must be able to find the BSC regardless of memory assignments. It must use I/O (another example of Z80 bank 
switching). Because GO TO and CALL are not 1/0 instructions, and the 
machine stack is unsafe anyway, each bank chunk using these needs to Support them with MACROs having the same effect. The same applies to 
the RETurn instruction 

The most elegant method avoids using these by continuing the code in the shadowing bank and leaving the chunk with the current machine stack 
untouched. 

This flexibility is what makes multitasking and multiuser time 
sharing systems remarkably easy to create. Each user can have his own 
private partition under control of a SUPERVISOR. Security from program 
interference remains a problem with the Z80, not like other CPUs which provide priviledged instructions. Certain Programming conventions will have to be followed to compensate for this 

There is great pressure to reserve one chunk to one bank to hold the system variables (SYSVARs), machine stack and bank Switching routines. 
This is the technique used in the relics of machine code remaining in 
the unmodified TS2068. If repeated in each user's partition, this isa 
good convention to use. It should be remembered that it is still a 
convention, and need not be followed 

The relics use memory mapped bank switching ports, Unless these. port 
addresses are forbidden to be used in all banks, it doesn’t work. The 
BUG consists of stacking the port byte from one bank and restoring it 
in another, thereby destroying it in the new bank. There is a way to 
switch stacks to resolve this problem, but is too complex for serious 
consideration. 

Global SYSVARs can be stored in I/O space, so this is not a real 
difficulty. The same applies to a bank Switching stack run by the 
MACROs already mentioned. An alternative for the bank switching stack 
is to dedicate a fixed bank and chunk for it, though this has the 
problem of not remaining safe from accident. 

MOST OF THIS DOES NOT APPLY TO THE BSC IN Figure 1. IT HAS BEEN 
INCLUDED TO SHOW WHAT CAN BE DONE WITH A MORE ADVANCED VERSION. 

Control is simple. This BSC is write-only, It has eight ports of 
which only four are presently used. The port assignments avoid those 
to which the ZX and TS2040 printers respond and all known physical 
interface ports like the MODEM and TASMAN. 

PORT DATA FUNCTION 

132 x Turn CCOT OFF 
133 x Turn CCOT ON 
134 Bank # Owner to be posted to CCOT 
135 "HS" CHUNK mask, active LOW 

Bank # is identical to the extended address byte. 
OUT 134, Bank # writes the bank number into a register which maintains 
it as input to CCOT 
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"HS" is the "Horizontal Select” described by TIMEX. Looking at the 
structure of CCOT, it makes sense. 
OUT 135, HS latches the stored Bank # into CCOT registers for which HS 
bits are active LOW. 

Some of the more significant bits can be ignored in smaller systems 
which explains why EXROM is Bank # 254 and DOCK is Bank #0. A system 
using only the lower nibble can still address 1 megabyte of memory, 

Control can be safer from accident by using one of the unused ports 
to act as "SIMON SAYS". This was the real purpose of the TIMEX RESET 
NIBBLE SEQUENCE bank switching instruction, though never explained. 

EXCEPTIONAL CONDITIONS 
Bank numbers from 1 through 253 are gravy, but what about HOME (255), 

EXROM (254), and DOCK (0)? Can they be implemented as real external 
banks? The answer is definitely yes, with some limitations. 

HOME ROM can be replaced with EPROM at the drop of a hat. An almost 
trivial case is replacing it with SPECTRUM ROM. Vhat is NOT trivial is 
the resulting SPECTRUM having bank switching capabilities! Repairs to 
the TS2066 ROM code can be made in EPROM with impunity. Unlike other 
banks, bank 255 is active immediately at power-up. Because SPECTRUM is 
a subset of TS2068, it remains a toy with which to play. The real 
power lies in installing upward compatible extensions ta BASIC and to 
restore TIMEX disabled functions like OPEN, CLOSE, RESET and CATalogue. 

EXROM cannot be directly replaced without removing it from the case 
and even then, it is not available during power-up. The problem with 
internal EXROM is that it is incompletely addressed so an image of “it 
appears in all chunks, not just chunk 0. The addressing problem can be 
solved by moving the chip to a special card which plugs into the 
cartridge slot. This card doesn't change anything except to provide 
full addressing to suppress the false images. Of course, if EXROM is 
replaced with EPROM you can make repairs to code. In any case, you now 
have chunks 1 through 7 of Bank # 254 (enabled by EXROM signal) which 
you are free to use. On the expansion bus Bank # 254 will have 
priority over this, but it is not active during initialization 

DOCK is usually enabled by the ROSCS signal available at the 
cartridge slot. If you relocate it to the expansion bus as Bank # 0, 
it has priority when ON, or can act the same because the ROSCS signal 
is available on the expansion bus. 

If you have no back-plane, the EXROM relocation card is the perfect 
place to include replacement HOME ROM using a technique described in 
another article for recovering the ROMCS signal logically--as it is not 
available at the cartridge slot. 

For the same reason, this card should carry a replacement card edge 
connector so you can still use your cartridges, 

Should you desire, once the system has been initialized, and you DO 
have an expansion bus, even these replacements can be replaced by the 
external higher priority back-plane cards. Vhen this is done, EXROM 
and DOCK are no longer mutually exclusive. 

SUMMARY 
While the Bank Switching System described in Figures 1 and 2 has 

limits on what it can do, it should start a revolution 
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It is simple enough to understand, uses easily obtainable parts, and 
any reasonably competent hardware hacker can build it. It doesn't put 
your TS2068 at risk, and even if EXROM is relocated, there are no 
wiring changes internally sa you can always put it back. 

A lot of mental sweat went into creating this version. The main 
reason for it is to give the user confidence that it can indeed be done 
as advertised. Perhaps later someone will actually believe that a full 
self-configuring system actually exists (which it does) 

It nevertheless is one GIANT STEP for the TS2068. 

ONCE TAKEN. .....WATCH OUT! 

(C) 1987 William J. Pedersen 



APPENDIX A 
When the clock is speeded up to the point when memory boards 

cannot keep up, a “hold it!" signal can tell the system to give it 
more time until it catches up. This is called HOLD or WAIT 
depending on the processer (WAIT for the Z80). 

In a system where other bus masters like DMA controllers are 
present, and there is a good chance some of them will be too fast 
for the memory, the memory board must issue WAIT until it has 
responded properly. 

Most of the time a bus master will not be kept waiting because 
the WAIT pulse has vanished by the time it 1s checked. 

Referring to Figure 2, the active low BE signal can be used to 
trigger a one-shot flip-flop to generate a short delay pulse. 
Clock cycle delays cannot be used because there is no way to tell 

in advance how fast the clock will be running (which was the 
problem to begin with). The only advantage of clock cycle delays 
is when a known clock speed is too fast, and slow-poke memory 
chips are used to save money. Even in that case, the one-shot 
method is more efficient. Exceptions exist where memory boards 
contain their own clocks. Core and dynamic memory controller 
refresh boards belong to this category, and are intermediate in 
efficiency because of a random sychronization delay as well. 

When polling for the presence of devices with the goal of 
mapping system configuration, neither the WAIT nor BE signals are 
of any use. In order to read bank status there must be an I/O 
port on each reporting device which is keyed to the-bank number. — —— 
The BSC drives the extended address from the selected bank number 
instead of CCOT. The data returned could be anything, but 
interrupt pending status and whether the bank is even there are 
both mandatory information. These bits must be active low in case 
nothing is there. During this read, it is the BSC which pulls up 
the data bus. Device status registers use open collector TTL. An 
I/O write to a bank resets the interrupt’ pending register. This 
will also reset the INTerrupt bus signal if no other devices have 
interrupts pending. Interrupts issued by devices not currently 
owning chunks are easily found this way so their banks can be 
enabled to handle the interrupt. A bank number list is used to 
service interrupts in priority sequence. An interrupt not found 
in a configured bank or for the keyboard means that a new device 
has come on line and the auto-configure procedure must be done 
again. 

When a DAISY CHAIN is used, the Bank # dip switches are replaced 
with a write-only and clear I/O port register so each card can be 
assigned a unique "name". This 1/0 port is enabled by the status 
of the DAISY CHAIN. A global I/O write resets both the DAISY 
CHAIN and the "name" registers. Bank # 0 cannot be used with a 
DAISY CHAIN system and special provisions are needed when HOME and 
EXROM are relocated anywhere but the cartridge slot or equivalent. 

Once the current DAISY is named, it can be addressed directly to 
read status, and written to if applicable. When a nonexistent 
Daisy is given a name and then asked for status, there is no 
answer of course. This signals the end of the CHAIN 
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Figure 1: Bank 
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Figure 2: Memory Bank 
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